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Description / Application

The actuators AMV 323, 423 and 523 are used 
with VF2, VF3, VFS2 valves from DN 15 up to 
DN 100 diameter or VRB3, VRG3 from DN 15 up to 
DN 50 diameter.

Application example

Constant room temperature control

When AMV 323, 423 or AMV 523 have a built-in 
AMES function module for modulating control 
they can also be used with ECL controllers or 
similar controls with  0 - 10 V or 0 - 20 mA output 
signal.

In addition to basic function such as manual 
control and position indication, the actuators are 
also equipped with force sensitive switch-off to 
ensure that actuators and valves are not exposed 
to overload. This function automatically ensures 
the self-adjustment of the end positions on the 
valve.

Features
•  AMV 323, spindle speed 1 s/mm
• AMV 423, spindle speed 3 s/mm
• AMV 523, spindle speed 11 s/mm
• 230/240 V and 24 V versions
• Spindle travel 0 - 50 mm
• Function extension using function modules:

- AMEK - additional switch
- AMER - P or PI controller
- AMES modulating controller Y = 0 - 10V   

or 0 - 20 mA.
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Ordering

Technical data

Wiring

Actuator

Type Supply voltage Spindle speed Power output Code No.

AMV 323 24 V ~ 1 s/mm 600 N 082G3320

AMV 323 230 V ~ 1 s/mm 600 N 082G332�

AMV 423 24 V ~ 3 s/mm 1.200 N 082G3420

AMV 423 230 V ~ 3 s/mm 1.200 N 082G342�

AMV 523 24 V ~ 11 s/mm 1.200 N 082G3520

AMV 523 230 V ~ 11 s/mm 1.200 N 082G352�

Built-in function modules

Type Supply voltage Potentiometer Code No.

AMEK 24 V, 230 V ~ 2 × switch 082B330�

AMES 24 V ~ modulating controller 
Y = 0 - 10 V (0 - 20 mA)

082B3328

AMES 230 V ~ 082B3329

AMER 24 V ~
P or PI controller

082B33�8

AMER 230 V ~ 082B33�9
Note: Further information appear from separate data sheets.

Supply voltage 24V~ ± 10%
230/240 V~ +6%/–10%

Frequency 50 Hz/60 Hz

Power consumption 24V~: 12 VA
230/240 V~: 12 VA

Control 3-point (0 - 10V with AMES)

Power output

AMV 323: 600 N

AMV 423: 1.200 N

AMV 523: 1.200 N

Nominal spindle travel 0 - 50 mm

Spindle speed AMV 323: 1 s/mm (50 Hz); 0.85 s/mm (60 Hz)

AMV 423: 3 s/mm (50 Hz); 2.55 s/mm (60 Hz)

AMV 523: 11 s/mm (50 Hz); 9.25 s/mm (60 Hz)

Enclosure IP 55

Cable entries 2 Pg 9, 2 Pg 13.5

Ambient temperature 0 to 50 °C

Storage and transport temperatures -40 to +70 °C

Weight 3.3 kg

  - marking in accordance with the 
standards

EMC-Directive 89/336/EEC, 92/31/EEC, 93/68/EEC, EN 50081-1 and  
EN 50082-1
Low Voltage Directive 73/23/EEC and 93/68/EEC, EN 60730/2/14
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Installation

Dimensions

Actuator - valve 
combinations

AMV + VF2, DN 65 - 100 mm
AMV + VF3, DN 15 - 100 mm

AMV + VFS 2
DN 15 - 100 mm

AMV + VRB/VRG
DN 15 - 50 mm
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